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An attempt was made to drift nanoalumina particles into concrete pores through electrokinetic 
treatment. An external electric current (current density = 3 A/m
2
) was applied for 3 and 15 days in 
reinforced concrete blocks toward steel reinforcement and microstructural characterizations (i.e. 
morphology observation and porosity analysis) were performed on concrete fragments of different 
depth from exposure surface. The morphology observation evidenced transport of nanoalumina from 
the exposure surface even reaching the rebar-concrete interface (up to 25-30 mm, in 15 days treatment). 
The porosity analysis of treated samples revealed that reduction of porosity of rebar interface was more 
pronounced as compared to the exposure surface and the treatment for 15 days was more beneficial for 
porosity refinement than treatment for 3 days. Effects of the electrokinetic NA treatment on strength of 
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rebar-concrete interface were evaluated through pull-out test. The results showed that by increasing 
current density, bond strength of rebar-concrete interface increased. 
1 Introduction 
Application of external electric current for prevention, protection and mitigation of corrosion of the 
reinforcement in reinforced concrete (RC) structures is getting more demanded, discussing durability of 
RC structures. Several techniques have been developed as electrochemical repair methods applying 
external electric current such as cathodic prevention [1] and protection [2,3], electrochemical chloride 
extraction (ECE) [4,5], electrochemical realkalization [6] and electroosmotic transport [7]. Other 
techniques such as electrokinetic nanoparticle treatment [8-10] and crack closure by electrodeposition 
[11,12] also have been developed but have received less attention in the literature. 
Electrochemical repair methods are based on the accelerated transport of charged particles (ions, 
inhibitors, etc.) inside pore structure by migration mechanism, under the influence of an electric field 
[8]. The electric field, which is established through RC structure, can extract chloride ions toward the 
surface or generate alkalinity close to the cathode (rebar). Simultaneously, the electric field can cause 
ions or cationic corrosion inhibitors or other positively surface charged particles to drift towards 
reinforcement through migration mechanism during an electrochemical repair method. Cathodic 
inhibitors (positively charged) have been reported to be transported utilizing the conventional setup of 
electrochemical repair methods [13,14].  
Suspended nanoalumina (NA) can be considered as formed by surface charged particles depending on 
pH value of the suspension and on surfactant by which the particles are modified. For instance, 
considering suspension of bare NA, for pH lower than 8 NA particles had positive surface charge and 
for pH higher than 8 the NA particles had negative surface charge [15]. Thus, transport of NA particles 
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into concrete pores by means of external electric field could be theoretically possible through a so-
called electrokinetic treatment.   
Electrical transport phenomena, which are based on the charge separation inside the electric double 
layer, are called in general electrokinetic [16]. Electrophoresis is a type of electrokinetic treatment and 
is defined as the movement of dielectric particles relative to a stationary liquid through application of 
an electric field. Surface charged particles induce charge separation inside the liquid phase, see Fig. 1. 
Electric field may propel the particles with positive zeta-potential through the liquid towards the 
cathode. The transport of the particles is in direct relation with zeta-potential of the particles, electric 




                                                                              (1) 
where 𝑣∞, 𝐸∞, 𝜖, 𝜉 and µ are velocity of the fluid far from the particle with respect to the particle, 
component of electric field far from the particle along with the velocity, permittivity (F/cm), zeta-
potential (V) and viscosity of the fluid (g/cm.s), respectively. As a consequence, a particle with positive 
zeta-potential moves in the direction of electric field.         
Cardenas et al. [18] made the first attempt to drift NA coated nanosilica (NS) particle into the concrete 
through electrokinetic treatments. In another study, Sanchez et al. [8] modified a setup in order to 
conduct migration treatment of negatively charged NS into hardened mortar. One of the differences 
between these two studies is that Cardenas et al. [18] used nanoparticle suspension as anolyte, while 
Sanchez et al. [8] used nanoparticle suspension as catholyte. This transport of nanoparticles may 
influence porosity of hardened cement composites and as a result, may modify durability properties. 
Several durability properties of cement composites have been claimed to be affected by electrokinetic 
transport of nanoparticles. Permeability of cement paste was reduced by 1-3 orders of magnitude by 
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electrokinetic treatment of NA coated NS [18]. Capillary porosity of concrete was found to be reduced 
with electrokinetic treatment of NS [8,9]. Cylindrical samples were treated by electrokinetic NS 
transport for 8 days [8] and for 4 hours [9]. The samples were immersed in water after treatment and 
after approximately 28 days immersion, the electrical resistivity increased with respect to that of before 
the treatment. Moreover, resistance to carbonation after a treatment with NS for 4 h increased with 
respect to untreated sample [9]. Beneficial effects of transport of nanoparticles by electric current were 
also reported with respect to reinforcement corrosion. A significantly lower corrosion current density 
was measured for electrokinetic treated (EN) concrete compared to untreated, when the concrete was 
re-exposed to chloride solution after ECE treatment followed by EN treatment [10]. Kupwade-Patil et 
al. [10] claimed that nanoparticles appeared to form a physical barrier against chloride re-penetration.  
Application of plain NA suspension as anolyte in electrokinetic treatment for reinforced concrete is an 
innovative rehabilitation method and is not studied in the literature. In this study, reinforced concrete 
blocks were subjected to electrokinetic treatment with NA suspension. The aim was to investigate the 
feasibility of transport of NA into concrete under the action of an external electric field and to study 
influences of the nanoparticle transport on microstructure of the concrete. Microstructural 
characterization such as morphology observation and porosity analysis were conducted on samples of 
different depth from exposure surface. Further information was provided concerning influence of NA 
electrokinetic treatment and effects of application of electric current on bond strength of rebar-concrete 
interface through pull-out test.  
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2 Material and experimental methods 
2.1 Materials  
Ordinary portland cement was used for fabricating concrete blocks with w/c ratio 0.55. The concrete 
composition is presented in Table 1 and the aggregates were river siliceous particles with size in the 
range 0.15-9.5 mm. NA suspension was used with concentration of 20% by total mass. Density and pH 
values of the suspension were, respectively, 1.14 g/cm
3
 and in the range of 5-7. Particle size 
distribution and cumulative volume fractions of the NA suspension, conducted by measurement of 
dynamic light scattering (DLS), are shown in Fig. 2. Based on the figure, 100% of the volume of tested 
NA suspension had particles finer than 10 nm.  
2.2 Sample preparation 
Two types of reinforced concrete specimens were fabricated and undergone electrokinetic NA 
treatment for: microstructural characterization (labeled as type I) and pull-out test (labeled as type II). 
The concrete specimens were cured for 28 days in a curing chamber with 95% relative humidity and 
temperature 23°C. Schematic of specimen type I is shown in Fig. 3. Two smooth carbon steel bars with 
diameter of 12 mm were embedded in a concrete block with dimensions of 150mm×150mm×100mm. 
A schematic of specimen type II is shown in Fig. 4: Cubic specimens with size of 100 mm were cast in 
which one smooth carbon steel bar was embedded. For type I, four specimens and for type II, eight 
specimens were cast. Side surfaces of the specimen were covered by epoxy resin to ensure 
unidirectional injection flow, as shown in Fig. 3 and 4. The steel mesh was used as anode and the steel 
bars were used as cathode to apply the electric field. 
2.3 Test methods 
Electrokinetic treatment - The specimens were put in contact with the NA suspension with depth of 1-3 
mm. Details of the treatments are described in Table 2. One specimen of type I was subjected to 
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electrokinetic treatment of NA for 3 days and another one for 15 days, labeled as NA3 and NA15, 
respectively. The current density was 3 A/m
2
 with respect to reinforcement surface area. Moreover, a 
treatment was designed by replacing the anodic electrolyte, i.e. NA suspension, with pure water and 
was labeled as water-treated. The aim of this specific treatment was to ensure the fact that 
microstructural changes after treatments are actually originating from NA transport into concrete.  
Specimens of type II were initially subjected to three electrokinetic NA treatments for duration of 15 
days (two specimens for each treatment) labeled as II-0.5, II-1.5 and II-3, as shown in Table 2, with 
different current densities (0.5, 1.5 and 3 A/m
2
, respectively). After treatments, the samples were stored 
in the lab until the reinforcement was pulled-out, measuring load and slip between the rebar and 
concrete. 
Microstructural characterization - After electrochemical treatments, several cores with diameter of 10 
mm in the position shown in Fig. 3 were extracted for microstructural characterizations. The cores were 
cut to three disks with 10 mm length and labeled as: exposure surface (1
st
 layer), intermediate layer (2
nd
 
layer) and interface layer (3
rd
 layer), see Fig. 3. Morphology observations and porosity analysis were 
performed by FEF650 Scanning Electronic Microscopy from FEI Corporation and by Mercury 
Intrusion Porosimetry (MIP), respectively.  
Pull-out test - The pull-out test was targeted at investigating effect of NA treatment on the bond 
strength of rebar-concrete interface. In addition, effect of increasing current density on bond strength 
was evaluated. The test was done with a machine carrying a maximum load of 25 kN. Displacement 
control mode was used in the loading process. Loading rate on rising phase was 0.2 mm/min. The 
decline rate after the failure was 0.1 mm/min. When the specimens relatively slipped more than 4.0 
mm, loading was stopped. 
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3. Results and discussion 
3.1 Morphology observation 
3.1.1 Exposure surface 
Fig. 5a shows a macropore of a fragment taken from the exposure surface (1
st
 layer) of a sample treated 
with NA3. In this figure, round particles occupying fraction of the pore volume could be detected. 
Higher magnification of the macropore in Fig. 5b also evidenced the presence of round shape particles 
inside the concrete pore. These round shape particles, which could be associated with NA particles, 
have an average particle size of 130 nm. According to the particle size distribution of dispersed NA 
(section 2.1), the particles in the figure could be agglomeration of several individual NA. This 
agglomeration could be originated from the application of electric current as well as from sample 
drying process required for SEM. Fig.s 5c,d show other examples of micrographs, captured from other 
positions of the same fragment where bunch of NA agglomerates can be observed.  
Fig. 6a shows an air void of a fragment, taken from the exposure surface (1
st
 layer) of a sample treated 
with NA15. This image shows that many NA agglomerates occupied the volume of the void and 
reduced its total volume. Fig. 6b shows a magnified picture of a crack containing NA agglomerates 
with average measured particle size of 70 nm. Total volume of the crack was also reduced by the 
agglomerates. Fig. 6c shows an image, captured from a different position of the same fragment. It 
shows a bunch of NA agglomerates, accumulated inside a concrete pore. A portion of the figure is 
magnified and depicted in Fig. 6d, showing several NA agglomerates with similar average measured 
particle size to Fig. 6b (i.e. 70 nm). A high resolution image of NA agglomerates was obtained in Fig. 
6d, thanks to a particularly favorable position of this portion of the fragment with respect to electron 
beam and detector of the microscope. NA agglomerates in the figure were characterized by rough 
surface rather than smooth spherical surface and the roughness had granular shape. This supports the 
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hypothesis that round shape particles observed at lower magnification are agglomerates of the 
individual NA particles. 
Comparing Fig.s 6a,b with Fig.s 5a,b, the number of spherical particles that could be seen in Fig 6 for 
NA15 is higher than Fig. 5 for NA3. This supports the observation that longer duration of treatment for 
NA15 might have resulted in transport of larger number of NA particles into the concrete with respect 
to NA3 treatment.  
3.1.2 Rebar interface 
In order to study possibility of transport of NA particles into inner layers of the concrete, fragments of 
rebar-concrete interface layers were also observed. Fig. 7a shows a fragment taken from the steel-
concrete interface (3
rd
 layer) of samples treated with NA15. In Fig. 7b, round particles could be 
detected with average measured particle size finer than 100 nm. As previously shown, these particles 
could also be NA agglomerates. Fig. 7c,d shows other images, captured from other positions of the 
same fragment as Fig. 7a,b. NA agglomerates with similar measured particles size as Fig. 7b are 
indicated by solid arrows. A bunch of NA agglomerates could also be seen, as shown by solid arrows in 
Fig.7e.   
The presence of agglomerates of nanoalumina particles at the steel-concrete interface, suggest that NA 
particles were drifted via applied electric field and reached the cathode. They might be transported up 
to 25-30 mm by constant current density of 3 A/m
2
 during 15 days treatment. The real mechanism of 
the NA transport is difficult to be assessed. It might be assumed that they were moved also by the 
electrophoretic movement. The NA suspension had pH lower than 7 and NA particles, according to 
[15], are expected to possess positive surface charge. Under this condition, the driving force is expected 
to be oriented in the direction of the electrical field so that they could be accelerated towards the 
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cathode, i.e. the steel reinforcement. To confirm the results of the morphology observation, possible 
effects of NA transport on concrete porosity of the exposure surface and inner layers were investigated.  
3.2 Porosity analysis 
In order to investigate effects of NA transport on the porosity, the initial pore size distribution along the 
depth from the exposure surface of an untreated specimen was investigated; then the effects of 
electrokinetic NA treatments for the same depths were evaluated. 
3.2.1 Untreated specimen 





 layer) and interface layer (3
rd
 layer) taken from untreated specimen. Fig. 8a 





) was shifted toward finer pores with respect to exposure surface. For pores 
smaller than 4 µm, the pore size distribution of rebar interface was approximately similar to that of the 
intermediate layer. Volume of pores with size 4-90 µm for rebar interface was considerably higher than 
in the exposure surface and intermediate layer. From Fig. 8b, the total porosity of exposure surface 
(13.9%) was similar to intermediate layer (13.6%). Total porosity of rebar interface was around 19% 
which is quite larger than two other layers.  
3.2.2 Effects of NA treatment on exposure surface 
Fig. 9 shows results of porosity analyses for exposure surface of specimens treated with NA3, NA15, 
water-treated (two cores of the same specimen) and untreated. To aid investigating effect of NA 
electrokinetic treatments, initially treated specimens will be compared to untreated specimen. Then, 
NA treated specimens will also be compared to water-treated specimens. 
The pore size distribution of NA3 and NA15 showed that the maximum intrusion reduced and slightly 
was shifted toward smaller pore sizes as compared to untreated specimen. From Fig. 9a, the volume of 
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the pores with size 40-700 nm decreased after both NA treatments with respect to the untreated 
specimen; however, according to Fig. 9b, the cumulative volume of pores larger than 700 nm for NA 
treated specimens was higher than untreated specimen. The total cumulative pore volume and porosity 
of NA15 reduced and for NA3 increased with respect to untreated specimen. The effect of NA 
electrokinetic treatment on the porosity was small and could have been originated from two 
contributions i.e. NA transport and application of electric field through the specimen. 
In order to study the second contribution, water-treated specimen is compared with untreated in Fig. 9a. 
When an electric field was employed, volume of pores with size of 40-700 nm clearly decreased with 
respect to the untreated one. Fig. 9b also shows that the total pore volume decreased. The porosity for 
water-treated was averagely 12.95% and was lower than 13.9% for untreated.  
For NA15 treatment in Fig. 9a, pore volume of size smaller than 10 nm was clearly decreased as 
compared to water-treated. Considering the pore size distribution of NA suspension Fig. 2, it may be 
assumed that individual NA particles could occupy fraction of volume of pores with size finer than 10 
nm. For pore sizes of NA15 larger than 10 nm from Fig. 9b, the pore distribution did not change with 
respect to water-treated samples. The total porosity of NA15 treatment was 12.38% and it was slightly 
lower than that of water-treated. Even though the NA particles might be transported, the effect on 
refinement of the overall porosity was negligible. 
3.2.3 Effects of NA treatment on rebar interface   
Fig. 10 shows pore size distribution and cumulative intrusion volume for rebar-concrete interface of 
specimens. Fig. 10a shows that for NA3 and NA15, the volume of pores larger than 4 μm decreased 
with respect to untreated. Moreover, volume of pores smaller than 10 nm decreased as well. Maximum 
intrusion for NA15 was found to be reduced compared to untreated. From Fig 10b, total porosity of 
NA3 slightly reduced and that of NA15 clearly reduced as compared to untreated.  
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Comparing water-treated with untreated in Fig. 10a, considerable reduction of pore volume, related to 
pores with size larger than 4 μm, was also seen. Maximum intrusion, however, for water-treated did not 
change with respect to untreated. Fig. 10b shows that total porosity, as well as total intrusion volume, 
decreased from almost 19% for untreated to averagely 15.85% for water-treated.  
For NA3 in Fig. 10a, pore volume with pore size <10 nm was decreased with respect to water-treated. 
This could imply transport of NA into rebar interface within 3 days of treatment. Pore size distribution 
of pores >10 nm was quite similar to that of water-treated, taking into account repeatability of two 
fragments. Total porosity, as well as total intrusion volume, slightly decreased from water-treated 
15.85% to 15.22% for NA3, Fig. 10b and it could be related to refinement of the pores <10 nm.  
Comparing NA15 with water-treated in Fig.10a, a clear reduction of pore volume with pore size 80-350 
nm and with size <10 nm was observed. In addition, slight reduction was also detected for amplitude of 
maximum intrusion of NA15 compared to water-treated, taking into account repeatability range of the 
water-treated fragments. Fig. 10b indicates that the total porosity reduced from 15.85% for water-
treated to 13.33% for NA15.  
Since an apparent reduction of pore distribution only was observed in rebar-concrete interface among 
different depth from the exposure surface, mechanism of the porosity refinement was further 
investigated for this zone. Extrusion cycles in Fig. 10b can provide information on the pore’s type and 
porosity reduction mechanism. Pores may be classified according to their shape. Common shape terms 
include effective porosity and ink-bottle porosity, Fig. 11a,b, respectively. Effective porosity is the 
volume of extracted mercury, see Fig. 10b. Ink-bottle porosity is defined as difference between total 
volume of the pores in intrusion cycle and volume of the extracted mercury, when pressure is released. 
Transported NA particles could reduce the porosity through occupying volume of bigger pores, Fig. 
11c, and through blocking ink-bottle pores, Fig. 11d. The pore blocking may result from obstruction of 
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entrance of ink-bottle porosity by nanoparticles. During the intrusion cycles, the complete 
interconnected pore space is filled with mercury. When the pressure is released, the mercury is sucked 
out of the pore space except for the ink-bottle and dead-end pores [19], for instance see Fig. 11a,b.  
Due to large fragment sizes used (see section 2.3), the initial extrusion curves exhibited an increase in 
cumulative porosity volume in Fig. 10b with decreasing the pressure after reaching the maximum 
intrusion; consequently, as Moro et al. [20] suggested, differential mercury compression correction is 
needed. From the intrusion behavior displayed in the low pore sizes region (the high pressures), 
additional intrusion at decreasing pressure was corrected. Then, corrected effective porosity and ink-
bottle porosity were evaluated for NA3, NA15, water-treated and untreated and were depicted in Fig. 
11e. Comparing NA3 and NA15 with untreated, a clear reduction was observed in ink-bottle porosity 
of both NA treatments. The ink-bottle porosity also decreased for the water-treated samples in 
comparison with untreated. Both application of electric current and electrokinetic NA treatment tend to 
block the entrance of ink-bottle porosity of rebar interface. 
The results of porosity analysis indicate that the application of an electric field itself resulted in a slight 
reduction of porosity. The results are in agreement to findings of Koleva et al. [21] who reported that 
DC current regime causes decrease in total porosity of concrete. The reason probably is related to 
physicochemical changes due to ion transport [21]. In addition, it could also originate from 
electrodeposition of the ions in the pore solution, thus precipitation of metallic oxides (such as 
potassium, sodium and calcium-based ions species) in concrete pores. In literature, precipitation of 
electrodeposits has been proposed as a possible reaction happening along with application of electric 
current through the concrete [10-12]. Chemical compounds such as CaCO3 and Mg(OH)2 could 
precipitate along with application of an electric current [12].  
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In order to compare effects of electrokinetic NA treatments on pore distribution along different depths 
from exposure surface, data related to total porosity (%) of the layers of the same core (extracted after a 
specific treatment e.g. NA3, NA15, water treated and untreated) are sorted versus the distance from 
exposure surface in Fig. 12. Each data point was considered as an average of the layer and was 
represented in the middle of the layer. Rebar interface of all cores was characterized by higher porosity 
with respect to exposure surface. Being pouring direction of fresh concrete during casting from the top 
in Fig. 3, the higher porosity of concrete close to rebar interface (3
rd
 layer) with respect to other two 
layers is probably due to bleeding, which takes place below the bars during casting. The electrokinetic 
NA treatment did not reduce porosity of the exposure surface with respect to untreated specimen; 
however the porosity of rebar interface for fragments of NA15 was quite lower than untreated. One of 
the reason why NA treatment influences rebar interface but not exposure surface could be a unit 
volume of interface region may contain more cement paste than exposure surface. The NA transport 
takes place in the cement paste, thus probability of presence of NA particles in this zone is higher than 
exposure surface. Another reason could be nanoparticles cannot go beyond the steel surface and thus 
accumulate there. The production of hydroxyl ions in the zone near the rebar, due to cathodic reaction 
at cathode (reinforcement), may also influence the transport of NA particles.  
Considering the porosity reduction of water-treated with respect to untreated for rebar interface as 
compared to the correspondent reduction for exposure surface, the reduction was more severe for rebar 
interface than exposure surface. Similarly, Koleva et al. [21] reported that the application of the electric 
current in concrete caused lower porosity in zone close to cathode as compared to the zone close to 
anode. They believed that ion transport into the zone close to cathode could be the reason of the lower 
porosity of this zone. In addition, production of hydroxyl ions in the zone close to rebar could promote 
reduction of the porosity. 
14 
 
3.3 Pull-out test 
Pull-out test was designed for further study the effects of NA treatment for 15 days on the rebar 
interface. Also effects of increasing current density on bond strength were investigated. Typical load-
slip curves of treatments with different current densities, as an example, are shown in Fig. 13. As it can 
be seen, the maximum load of the specimens treated with NA was remarkably higher than that of 
untreated. Table 3 summarizes average values of the maximum load and their variation, in addition to 
their variation (in percentage) with respect to control. The maximum load was converted to bond 
strength. The bond strength increased when the applied current density of the treatment increased from 
0.5 to 3 A/m
2
. The bond strength was noticeably improved by 70% with respect to control after NA 
treatment with current density of 0.5 A/m
2
. Increasing current density to 1.5 A/m
2
, the enhancement 
reached 94% with respect to control. Further increase in current density did not result in further 
increase of bond strength. The enhancement of II-3 was 98% (Table 3) and it was quite similar to that 
of II-1.5. One factor influencing bond strength is porosity of rebar-concrete interface. Thus, the 
reduction of the porosity of the interface could contribute to this noticeable increase. Two phenomena 
may occur simultaneously through application of NA treatment. On one hand, higher current density 
theoretically should result in higher transport of NA into concrete, as stated in section 1. So, the bond 
strength is expected to increase. On the other hand, overprotection of impressed current from steel 






 and etc.) 
at the rebar-concrete interface, thus softening of the C-S-H gel [21-27] and it will cause the bond 
strength to decrease. Some other researchers [27-30] also found that cathodic current decreases rebar-
concrete interface strength, although the extent of reduction observed has been variable [22]. In total by 
increasing the current density, growth of the bond strength decreased.  
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3.4 Effectiveness of electrokinetic NA treatment 
Application of electric current through RC structures may also induce another electrokinetic 
phenomenon so-called electroosmotic flow [7]. Electroosmotic flow of water (pore solution) in 
concrete pores and electrophoretic movement of NA particles could theoretically happen 
simultaneously during electrokinetic NA treatment due to application of electric field through the 
concrete. According to Bertolini et al. [7], electroosmotic flow for alkaline mortar was low and 
occurred in the opposite direction i.e. towards anode, as compared to that of carbonated mortar that 
occurred towards cathode. Assuming similar principles for electrokinetic NA treatment, one may 
expect simultaneous electroosmotic flow of pore water towards anode (steel mesh in this case) occurs 
along with electrokinetic  movement of the NA particles towards reinforcement (or cathode); however, 
apparently electrokinetic  movement of NA was dominant in this treatment, since transport of NA was 
evidenced by the results obtained in section 3. In agreement to these explanations, Cardenas et al. [18] 
also believed that in order to have sufficient transport of the nanoparticles through electrokinetic 
movement, it is essential for nanoparticles to move fast enough to overcome (electroosmotic) flow of 
water in opposite direction. It is worth mentioning that the electroosmotic flow (if it occurs) would be 
so little because the concrete block was not fully saturated with water or was not in contact with water; 
thus displaced water would not be compensated by further water and quantity of water susceptible to 
move under action of electroosmosis is low.  
From a practical point of view, results presented in this work suggest that electrokinetic NA treatment 
can hardly be used as a surface treatment to build a barrier against ingress of aggressive substances, 
even though a slight reduction of the porosity in exposure surface was observed by NA15 treatment, 
see section 3.2.2. Nevertheless, this treatment could be employed simultaneously with an 
electrochemical repair treatment for mechanical strengthening of the rebar-concrete interface bond.  
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Regarding current density and duration of application of electrokinetic NA treatment, the experimental 
results revealed that 3 A/m
2
 for 15 days exhibited the best performance in porosity reduction and bond 
strengthening. Current density of this technique seems to be higher than that of ECE and realkalization 
method. As for available data in the literature for electrokinetic treatment of nanoparticles, for instance, 
Kupwade-Patil et al. [10] established 1 A/m
2
 for duration for 6 weeks, which in comparison to only 2 
weeks duration of application of electrokinetic NA treatment is quite longer. The duration of 
application of this technique is also shorter than ECE method. So, application of current density as high 
as 3 A/m
2
 for such a short period seems to be tolerable for practical applications. 
4 Conclusions 
An application of nanoalumina suspension as anolyte for electrokinetic treatment of reinforced concrete 
was developed in this study. The aim was to verify transport of the nanoalumina and to improve the 
microstructure of the hardened cement in the concrete cover.  
NA agglomerates were observed in fragments of exposure surface and rebar-concrete interface. The 
porosity analysis showed that nanoalumina transport refined porosity distribution of the rebar interface, 
while its effect on porosity of exposure surface was small. Thus the treatment does not appear to be 
useful to improve the surface resistance to penetration of aggressive agents. Nevertheless the treatment 
for 15 days and current density of 3 A/m
2
 reduced porosity of rebar-concrete interface and the 
treatment for 3 days caused minor reduction. Utilizing electrokinetic NA treatment for 15 days and 
current density up to 1.5 A/m
2
, the bond strength of rebar-concrete interface considerably increased 
with respect to untreated samples. Further increase of the current density to 3 A/m
2
 did not result in 
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Water Cement Fine aggregate 
Coarse 
aggregate 
C30 220 406 643 1049 
 













the test (d) 
untreated I 1 - - - 
NA3 I 1 3 nano-alumina 3 
NA15 I 1 3 nano-alumina 15 
Water-treated I 1 3 water 15 
Control II 2 - - - 
II-0.5 II 2 0.5 nano-alumina 15 
II-1.5 II 2 1.5 nano-alumina 15 
II-3 II 2 3 nano-alumina 15 
 
 
Table 3 Average values of maximum load during pull-out test, their variation and corresponding bond 
strength for specimens treated with NA for 15 days and different current densities. The enhancement of 






Average maximum load 
(N) and its variation 
Average bond strength 
(MPa) 
Control - 4715±650 1.3 
II-0.5 0.5 8021±220 2.1 (70%) 
II-1.5 1.5 9128±1950 2.4 (94%) 



























Fig. 1 Schematic of capillary porosity of concrete containing electrolyte (pore solution) and 
nanoalumina. Electrophoretic movement of particles with positive surface charge and charge 
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Fig. 5 SEM micrographs of fragment of exposure surface of specimens treated with NA3. (a) shows 
a macropore and (b) shows a magnified micrograph of the pore containing NA agglomerates with 




























Fig. 6 SEM micrographs of fragments taken from exposure surface (1
st
 layer) of specimen treated 
with NA15. (a) shows an air void containing NA agglomerates. (b) shows a magnified image of a 
crack containing NA agglomerates with measured average particle size of 70 nm. (c) shows another 
micrograph of the same sample. (b) shows a magnified image of NA agglomerates with measured 




























Fig. 7 (a) SEM micrographs of fragments taken from interface layer (3
rd
 layer) of specimen treated with 






































Pore size (nm) 






















Layer 1st 2nd 3rd 
Total Intrusion 
Volume (ml/g) 




65.7 57.8 260.2 
Porosity (%) 13.9 13.7 19.0 
Fig. 8 (a) Pore size distribution and (b) cumulative intrusion volume for untreated specimen and 
different layers: 1
st
 (exposure surface), 2
nd
 (intermediate layer) and 3
rd






















Pore size (nm) 





































Pore size (nm) 
Exposure surface (1st layer) 




































52.3 68.8 65.7 46.9 61.7 
Porosity (%) 15.09 12.38 13.9 13.36 12.55 
Fig. 9 (a) Pore size distribution and (b) cumulative intrusion volume of exposure surface (1
st
 layer) of 























Pore size (nm) 
Exposure surface (1st layer) 





























Pore size (nm) 
Rebar interface (3rd layer) 





































Pore size (nm) 
Rebar interface (3rd layer) 






































58.6 59.6 260.2 49.1 49.5 
Porosity (%) 15.22 13.33 18.99 15.94 15.77 
Fig. 10 (a) Pore size distribution and (b) cumulative intrusion volume of rebar interface (3
rd
 layer) of 
samples: NA treated for 3 days and 15 days, water-treated (two fragments) and untreated. Extrusion 
cycles are also depicted for all specimens and effective porosity and ink-bottle porosity are also 






























Fig. 11 Extractable and non-extractable mercury during extrusion cycle: (a) effective porosity, 
(b) ink-bottle porosity. Porosity reduction mechanisms by transported NA particles for (c) 
volume reduction of effective porosity (pore volume reduction) and (d) pore blocking of ink-
bottle porosity. (e) Fractions of porosity, corrected for differential mercury compression, types 



















































Fig. 12 Total porosity (%) measured by MIP for different layers: exposure surface, intermediate and 































Fig. 13 Typical load-slip graphs of specimens treated with NA for 15 days and different current 
densities. 
Control 
II-0.5 
II-3 
II-1.5 
